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SYMBOL ABBR DESCRIPTION 

. . 
SOR W SOIL OR WASTE LINE, ABOVE FLOOR C C 

I- - -i SOR W SOIL OR WASTE LINE, BELOW FLOOR 

5- - - ---s V VENT LINE 

5-- -----s cw COLD WATER LINE 

,-- - - ----s HW HOT WATER LINE 

ANSI AMERICAN NATIONAL STD. INSTITUTE 

AWWA AMERICAN WATERWORKS ASSOCIATION 

CONT CONTINUATION 

GCO GROUND CLEANOUT 

FCO FLOOR CLEANOUT 

FD FLOOR DRAIN 

LAV LAVATORY 

OD OVERFLOW DRAIN 

VTR VENT THRU ROOF 

WC WATER CLOSET 

PLUMBING NOTES 
1. ALL PLUMBING WORKS SHALL CONFORM TO THE INTERNATIONAL PLUMBING 

CODE LATEST EDITION, THE CONTRACT DOCUMENTS AND REGULATIONS 
OF THE ANDERSEN AIR FORCE BASE GUAM. 

2. NO PIPING SYSTEM SHALL BE BURIED OR CONCEALED UNTIL 
INSPECTED, TESTED AND ACCEPTED BY THE CONRACTING OFFICER. 
ALL PIPING SHALL BE TESTED FOR LEAKAGE. 

3. ALL HORIZONTAL VENT LOOP SHALL BE SLOPED SO AS TO ALLOW 
MOISTURE TO DRAIN BACK TO WASTE PIPE. 

4. ALL WASTE LINES OR PIPING SHALL HAVE A SLOPE OF 1/4" PER FOOT. 

5. WASTE PIPING SHALL NOT BE LESS THAN 36" AWAY FROM BUILDING 
WALL FOOTINGS. 

6. PROVIDE PIPE SLEEVES FOR PIPES PASSING THRU WALLS AND 
FOUNDATIONS. 

7. ALL GROUND CLEANOUTS (GCO) SHALL BE PROVIDED WITH 12"x12"x4" 
THK CONCRETE COLLAR. GCO SHALL NOT BE MORE THAN 50'-Q" APART. 

8. PROVIDE AND SECURE DIELECTRIC UNION ON CONNECTIONS BETWEEN 
COPPER AND METALLIC PIPES. 

9. TEST ALL PIPING PRIOR TO COVERING. 

10. USE LEAD-FREE MATERIAL AND/OR SOLDER FLUX FOR ALL POTABLE WATER. 

11. CONTRACTOR MUST DISINFECT/CHLORINATE ALL POTABLE 
WATER PIPING SYSTEM PRIOR TO USE OF WATER FOR HUMAN 
CONSUMPTION OR TO OCCUPY THE BUILDING. 

12. DISINFECTION AND CHLORINATION MUST BE COORDINATED WITH 
GEPA STAFF. SCHEDULE OF DISINFECTION MUST BE DONE 4-WORKING 
DAYS IN ADVANCE. 

13. SUBMIT BACTERIOLOGICAL AND LEAD ANALYTICAL TEST RESULTS 
TO GEPA FOR EVALUATION. 

14. CHLORINATION AND DISINFECTION METHOD MUST COMPLY WITH AWWA 
C651-86 STANDARD. 

15. FAUCETS FIXTURES AND FITTINGS THAT SUPPLY DRINKING WATER 
FOR HUMAN CONSUMPTION SHALL CONFORM TO THE REQUIREMENTS 
OF ANSI/NSF 61, SECTION 9. 

INSTALLATION: 

1. PREPARATION: VIS IT THE WORKSITE AND BECOME FULLY AWARE 
OF ALL EXISTING CONDITIONS. INVESTIGATE THE CONTRACT 
DOCUMENTS AND MAKE PROPER PROVISIONS TO AVOID 

2. 

3. 

INTERFERENCES OR CONSTRUCTION DELAYS. FURNISH OTHER 
TRADES WITH INFORMATION TO PROPERLY LOCATE AND SIZE 
OPENINGS IN THE STRUCTURE REQUIRED FOR THIS WORK. 
FURNISH ANCHOR BOLTS. SLEEVES. INSERTS AND SUPPORT 
REQU IRED FOR THIS WORK. 

INSTALLATION : PERFORM WORK USING PERSONNEL SKILLED IN 
THE TRADE INVOLVED. PROVIDE COMPETENT SUPERVISION. 
FURNISH NEW EQUIPMENT, MATERIALS, AND ACCESSORIES 
BEARING THE MANUFACTURER'S IDENTIFICATION, AND CONFORMING 
TO THE RECOGNIZED COMMERCIAL STANDARDS. PROVIDE EXTRA 
MATERIALS AND LABOR FOR A COMPLETE OPERABLE SYSTEM AT 
NO EXTRA COST TO THE OWNER. 

FIELD QUALITY CONTROL: TEST SYSTEMS IN ACCORDANCE WITH 
APPLICABLE STANDARDS, CODES AND MANUFACTURER'S 
RECOMMENDATIONS. PERFORM TESTS IN THE PRESENCE OF, 
AND TO THE SATISFACTION OF INSPECTORS HAVING 
JURISDICTION OVER THE WORK. ASK FOR FINAL INSPECTION BY 
THE ENGINEER AFTER ALL TESTS, ADJUSTMENTS AND BALANCING 
HAS BEEN PERFORMED. 

4. BALANCING, ADJUSTMENT AND CLEANING: CLEAN UP WORK 
AREAS AND FIXTURES. ADJUST SYSTEM FOR PROPER 
OPERATION, READY FOR USE. TOUCH UP WITH MATCHING PAINT 
ALL DAMAGED FACTORY FINISHES. 

5. CLEANING AND ADJUSTING: AT THE COMPLETION OF THE WORK, 
ALL PARTS OF THE INSTALLATION SHALL BE THOROUGHLY 
CLEANED. PIPE, VALVES, AND FITTINGS SHALL BE CLEANSED OF 
GREASE AND METAL CUTTINGS, AND SLUDGE THAT MAY HAVE 
ACCUMULATED BY OPERATION OF THE SYSTEM FOR TESTING. 
ANY STOPPAGE OR DISCOLORATION OR OTHER DAMAGE TO PARTS 
OF THE BUILDING, ITS FINISH, OR FURNISHING, DUE TO THE 
CONTRACTOR FAILURE TO PROPERLY CLEAN THE PIPING SYSTEM 
SHALL BE REPAIRED BY THE CONTRACTOR WITHOUT COST TO 
THE OWNER. 
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DESCRIPTION cw HW WASTE VENT 

WATER CLOSET 0.5" - 4• 2" 

LAVATORY 0.5" 0.5' 2· 2" 

FLOOR DRAIN - - 2" 2" 

WATER COOLER 0.5" - 2· 2" 

--GCO 

PLUMBING PLAN 
SCALE 1 / 4"= 1'-0" 

RD.tARKS 

- TANK TYPE, ADA COMPLIANT 

- WALL HUNG TYPE, ADA cm,4PLIANT 

- ADD TRAP PRIMER FRm.t LAVA TORY DRAIN 

- WALL HUNG TYPE, ADA COMPLIANT 
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ANDERSEN 
AIR FORCE BASE 

PRO JECT TITLE: 

LAV CONSTRUCT HANGAR 1 ECP 
CONTRACT NO. FA5240-09-D-0003 

SABER T.O. #JQ29 

PROJECT NUMBER: AJJY 10-1212 

APPROVED 

BASE CIVIL ENGINEER 

CHIEF OF ENGINEERING 

CHIEF OF OPERATIONS 

CHIEF, CONSTRUCTION 

BIOENVIRONMENTAL ENGINEER 

ENVIRONMENTAL 

GROUND SAFETY 

,,.. 
"2->o SOIL, WASTE AND VENT 

FIRE CHIEF 

COMMUNICATIONS 

LAVATORY •c'/1 
1/Z 

USING AGENCY 

WA lER COOLER 
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DOMESTIC WATER 
ARCHITECTS - ENGINEERS 

I CERTIFY THAT THIS WORK 
WAS PREPARED BY ME OR 

2 PLUMBING RISER DIAGRAMS 
UNDER KY DIRECT SUPERVISION 

SHEET TITLE 
P-1 SCALE NTS PLUMBING PLAN, PLUMBING RISER DIAGRAM, 

PLUMBING NOTES, AND SCHEDULES 
DRAWN: DATE: 

ETM AUGUST 2011 

DESIGNED: SCALE: 

ETM AS SHOWN 

SHEET 

P-1 SHEET 8 OF 9 

REVISIONS BY DATE 

AS-BUil TS 3-8-12 DWG ACAD NUMBER 

FILE NO. 
) 7 o) G 



CONNECT TO--,,£.----,<../ 
NEAREST 
PANEL IN 

ELECTRICAL & MECHANICAL RM 
208/120V 
3PH, 70A 

1 
E-1 

LIGHTING PLAN 2 

SCALE 3/8"=1'- o" E-1 

CK 1 

ELEC. PANEL 

CK 5 & 7 

POWER LAYOUT PLAN 
SCALE 3/8"=1'-o" 

ENTRY CONTROL POINT 
ELECTRICAL PANEL 

MAIN CIRCUIT BREAKER 
3P, 60A, 208 / 120 VOL TS 
1 HAND DRYER 2 INTERIOR OUTLET: 

3 LIGHTING 4 VIDEO OUTLET 

5 C/R OUTLET 6 SPARE 

7 AIR CONDITIONER 8 SPARE 

9 AIR CONDITIONER 10 SPARE 

11 SPARE 12 SPARE 

3 

E-1 

ELEC. PANEL 

CEILING 
MOUNTED 

CK 4 

VIDEO CAMERA POWER PLAN 
SCALE .i/s" = 1 '-o" 

LEGEND 

y: OUTLET 

GFQ 

e GFCI OUTLET 

A COMM 

D. VIDEO 

-¢- I FLUORECEN T LIGHT 

-¢- SELF BALLASTED LIGHT 

AS-BUil TS 3-8-12 

AND ER SEN 
AIR FORCE BASE 

PROJECT TITLE : 

CONSTRUCT HANGAR 1 ECP 
CONTRACT NO. FA5240-09-D-0003 

SABER T.O. #J02Q 

PROJECT NUMBER: AJJY 10-1212 

APPROVED 

BASE CIVIL ENGINEER 

CHIEF OF ENGINEERING 

CHIEF OF OPERATIONS 

CHIEF• CONSTRUCTION 

B IOENVIRONMENTAL ENGINEER 

ENVIRONMENTAL 

GROUND SAFETY 

FIRE CHIEF 

COMMUNICATIONS 

USING AGENCY 
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ARCHITECTS - ENGINEERS 
I CERTIFY THAT THIS WORK 
WAS PREPARED BY ME OR 
UNDER llY DIRECT SUPERVISION 

SHEET TITLE 
LIGH TING PLAN, POWER LAYOUT PLAN 

DRAWN: OATE: 

ADV AUGUST 20 11 

DESIGNED: 'SCALE: 
AS SHOWN 

SHEET 

E-1 SHEET 9 OF 9 

REVISIONS BY DATE 

DWG ACAD NUMBER 

FILE NO. 
) 7 a/{, 
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